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      Product overview

  
      Please select your Lumistar Luminaire for more details:
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      Vehicle luminaire USL 45LED A Ex
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      Vehicle luminaire USL 46LED Ex
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    Lumistar Luminaire ASL 55LED Ex, aluminium  
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  	ex II 2G Ex db IIC T6 Gb
	ex II 2D Ex tb IIIC T80°C Db
	Suitable for Explosion hazardous areas
	Temperature Class: to T6
	Ambient temperature: up to 40°C
	High operating time by Hi-Power LED's
	Suits circular sight glass fittings to DIN 28120/28121 or similar from size DN 40 and screwed sight glass fittings DIN 11851 from DN 65
	Operating Voltage 24V, 120V-230V
	Power 11 W
	Secured by hinged bracket or adapter flange
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    pdf Installation instructions
  








        
  
  
    pdf Installation instructions - special accessories dimmer/timer
  








        
  
  
    pdf ATEX-Certificate
  








        
  
  
    pdf EU-Declaration of conformity
  






    

  



    
      




  
    
          


  
    Lumistar Luminaire ASL 57LED Ex, aluminium  
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  	Ex II 2G Ex d IIC T6 Gb (without terminal box)
	Ex II 2G Ex d e IIC T6 Gb (with terminal box)
	Ex II 2D Ex tb IIIC T80°C Db
	Suitable for Explosion hazardous areas
	Temperature Class: to T6
	Ambient temperature: up to 40°C
	High operating time by High Power LED 35 Watt
	Connection voltage see data sheet








  Downloads




        
  
  
    pdf Data sheet
  








        
  
  
    pdf Installation instructions
  








        
  
  
    pdf ATEX-Certificate
  








        
  
  
    pdf EU-Declaration of conformity
  






    

  



    
      




  
    
          


  
    Lumistar Luminaire ESL 25LED Ex, stainless steel  


  
    

    



        
  
    

  

    

[image: Product Picture: Lumistar Luminaire ESL 25 LED-Ex, stainless steel]



    
  





    

        
    

        
    

        
    

        
    






        
  
  	II 2G Ex db IIC T6 Gb
	II 2D Ex tb IIIC T80°C Db
	Suitable for Explosion hazardous areas
	Temperature Class: to T6 (depending on power rating)
	Ambient temperature: up to 50°C
	Suits circular sight glass fittings to DIN 28120/28121 or similar
	from size DN 40 and screwed sight glass fittings DIN 11851 from DN 65
	Operating Voltage 12V, 24V, 120V, 230V
	Power, depending on voltage: up to 20W
	Secured by hinged bracket or adapter flange
	modyfied by an inside mounting flange specially for Aseptik Technology
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    Lumistar Luminaire ESL 53LED Ex  


  
    

    



        
  
    

  

    

[image: Product Picture: Lumistar Luminaire ESL 53LED Ex]



    
  





    

        
    

        
    

        
    

        
    






        
  
  	The small system luminaire for hazardous areas
	Enviroment temperatures of max. 40°C/T6 - max. 50°C/T4
	Light colour: 5700 K daylight white, other light colours on request
	Beam angel: 19°
	Luminous flux: 500 lm
	II 2G Ex db IIC T6 Gb
	II 2D Ex tb IIIC T80°C Db
	Protection class IP 65 and IP 67 according to DIN EN 60529
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    Lumistar Luminaire ESL 55LED Ex, stainless steel  
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  	II 2G Ex db IIC T6 Gb
	II 2D Ex tb IIIC T80C° Db
	Suitable for Explosion hazardous areas
	Temperature Class: to T6
	Ambient temperature: up to 40°C
	For connection voltages see data sheet
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    Lumistar Luminaire REL 01 Ex, stainless steel  


  
    

    



        
  
    

  

    

[image: Product Picture: Lumistar Luminaire REL 01-Ex, stainless steel]



    
  





    

        
    

        
    

        
    

        
    






        
  
  	ex II 2G Ex ia C T4/T5/T6 - intrinsically safe
	ex I M2 Ex ia I Mb
	The REL01 unit has been designed to fit snugly into the side of rectangular / longitudinal sightglasses, length = 250 mm
	The Luminaire REL 01 comes ready for fitting, 2 screws enable it to be bolted straight onto the cover flange of the longitudinal sightglass
	Operating Voltage / Power: 24V / 2W
	Where the Luminaire is to be used in explosion hazardous areas, connection must be to an intrinsically safe power supply circuit.
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    Lumistar Luminaire USL 05LED Ex, aluminium  


  
    

    



        
  
    

  

    

[image: Product Picture: Lumistar Luminaire USL 05 LED-Ex, aluminium]



    
  





    

        
    

        
    

        
    

        
    






        
  
  	II 2G Ex db IIC T6 Gb
	II 2D Ex tb IIIC T80°C Db
	Suitable for Explosion hazardous areas
	Temperature Class: to T6 (depending on power rating)
	Ambient temperature: up to 60°C
	Suits Lumiglas Sight Glass Fitting, circular DIN 28120/28121 or similar from size DN 40 and Lumiglas Screwed Sight Glass Fitting MV from DN 65
	Operating voltage: 12V, 24V, 120V, 230V
	Power, depending on voltage: up to 20W
	Secured by hinged bracket or adapter flange
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    Lumistar Luminaire USL 06LED Ex  
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  	Ex II 2G Ex db eb IIC T6 Gb
	Ex II 2D Ex tb IIIC T80°C Db
	Use in hazardous areas
	Use as a vehicle luminaire for special vehicles in hazardous locations
	Temperature class:  T6
	Ambient temperatures: -20°C to 50°C
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    Lumistar Luminaire USL 07LED Ex, aluminium  


  
    

    



        
  
    

  

    

[image: Product Picture: Lumistar Luminaire USL 07 LED-Ex, aluminium]



    
  





    

        
    

        
    

        
    

        
    






        
  
  	Ex II 2G Ex db eb IIC T6 Gb
	Ex II 2D Ex tb IIIC T80°C Db
	The safe lighting solution for use in hazardous areas with ambient temperatures up to +60°C
	This sight glass luminaire is designed for universal applications in potentially explosive operating areas and is ideal either in combined sight and light ports (single-flange version) or for separate ports (two-flange version).
	This luminaire has a particularly large light exit and reflector








  Downloads




        
  
  
    pdf Data sheet
  








        
  
  
    pdf Installation instructions
  








        
  
  
    pdf ATEX-Certificate
  








        
  
  
    pdf EU-Declaration of conformity
  






    

  



    
      




  
    
          


  
    Lumistar Ex Light Guide Luminaire Lumiflex Type ESL 55LED ALF Ex, stainless steel  


  
    

    



        
  
    

  

    

[image: Product Picture: Lumistar Ex Light Guide Luminaire Lumiflex Type ESL55LED-ALF-Ex, stainless steel]



    
  





    

        
    

        
    

        
    

        
    






        
  
  	II 2G Ex db IIC T6 Gb
	II 2D Ex tb IIIC T80°C Db
	For use in Ex-hazardous areas
	Temperature class: up to T6
	Ambient temperature: up to 50°C
	for the localised illumination of process operations at machines  and internals of reactors;
	Specially developed for Light guide duties
	Power supply see data sheet
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    Lumistar Ex vehicle luminaire type USL 45LED A Ex  


  
    

    



        
  
    

  

    

[image: Product Picture: Lumistar VISULEX Direction Indicator Type USL LED45 A Ex, aluminium]



    
  





    

        
    

        
    

        
    

        
    






        
  
  	II 2G Ex db IIC T6 Gb
	II 2D Ex tb IIIC T80°C Db
	Power: 12 V DC/24 V DC
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    Lumistar Ex vehicle luminaire type USL 46LED Ex  


  
    

    



        
  
    

  

    

[image: Product Picture: Lumistar VISULEX Combined Luminaire Type USL 46LED Ex, aluminium]



    
  





    

        
    

        
    

        
    

        
    






  
      Functions: blinking-, tail-, stop light
  
  
  





  
      The Lumistar USL 46LED Ex is suitable for vehicles in the industrial sector, e.g. forklift trucks, lift trucks and tank trucks, which operate predominantly in potentially hazardous areas. 
  
  
  





        
  
  	II 2G Ex db eb IIC T6 Gb
	II 2D Ex tb IIIC T80°C Db
	Protection class: IP65/IP67
	Voltage: 12V DC/24 V DC
	Nominal Power: 2 W
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