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      Product overview

  
      Please select your Lumistar Luminaire for more details:
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      ESL 53LED
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      USL 03LED
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      USL 13LED and USL 33LED
  
  
  


    

        



        
  
    


  

    





    
  









  
      USL 15LED and USL 35LED
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    Lumiglas Luminaire Lumistar LED  


  
    

    



        
  
    

  

    





    
  





    

        
    

        
    

        
    

        
    






  
      The classic 'half moon' version for combined sight and light glass. Suits Lumiglas Sight Glass Fitting, circular DIN 28120 or similar.
  
  
  





        
  
  	Nominal dia: DN 50 to DN 200
	Power: depending on type 5 W to 15 W LED
	Max. permissible ambient temperature measured at cable entry gland: 45°C
	Connection voltage see data sheet
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    Lumistar Luminaire SLM LED, aluminium  


  
    

    



        
  
    

  

    





    
  





    

        
    

        
    

        
    

        
    






  
      A version of the 'Lumistar' adapted for use with Lumiglas Screwed Sight Glass Fitting MV
  
  
  





        
  
  	Nominal dia: DN 65 to DN 125
	Operating voltage: 24V AC/DC
	Luminaire is fastened to branch nozzle by slotted cover nut
	Standard product with momentary push button
	Model in stainless steel available, refer to Lumistar Luminaire 'ME'
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    Lumistar Luminaire ME LED, stainless steel  


  
    

    



        
  
    

  

    





    
  





    

        
    

        
    

        
    

        
    






  
      A stainless steel version of the 'Lumistar' adapted for use with Lumiglas Screwed Sight Glass MV
  
  
  





        
  
  	Nominal dia: DN 65 to DN 125
	Operating voltage: 24V AC/DC
	Power, depending on size: 20W or 50W
	Luminaire is fastened to branch nozzle by slotted cover nut
	Standard product with momentary push button
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    Lumistar Luminaire ASL 55LED, aluminium  


  
    

    



        
  
    

  

    





    
  





    

        
    

        
    

        
    

        
    






        
  
  	Insensitive to vibration
	No heat radiation in the light port (cold light)
	No additional heat which would be undesirable for chemical and/or biological processes
	Extreme high-contrast lighting








  Downloads




        
  
  
    pdf Data sheet
  








        
  
  
    pdf Installation instructions
  








        
  
  
    pdf ATEX-Certificate
  








        
  
  
    pdf EU-Declaration of conformity
  






    

  



    
      




  
    
          


  
    Lumistar Luminaire ASL 57LED, aluminium  


  
    

    



        
  
    

  

    





    
  





    

        
    

        
    

        
    

        
    






        
  
  	high operating life and operational safety
	no additional heat which would be undesirable for chemical and/or biological processes
	high operating time due to High Power LED 35 Watt
	approved for use in ambient temperatures of between -20°C and +40°C
	Connection voltage see data sheet
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    Lumistar Luminaire ESL 25LED, stainless steel  


  
    

    



        
  
    

  

    





    
  





    

        
    

        
    

        
    

        
    






        
  
  	For mounting on sight glass fittings
	Compact yet powerful light
	Large light aperture thanks to optimised screw-in lens design
	Especially suitable for use in sterile and food areas
	Protection class: - IP 65 and IP 67 according to DIN EN 60529
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    Lumistar Luminaire ESL 51LED, Stainless Steel  


  
    

    



        
  
    

  

    





    
  





    

        
    

        
    

        
    

        
    






  
      ESL 51-LED-HK: with bracket for SW I (wiper unit)
ESL 51-LED-KS: with hinged bracket for general use
ESL 51-LED-B: special sterile version for flange attachment for fitting over flanges, collars, etc.
  
  
  





        
  
  	Ideal combination of flush design and smooth surface
	Compact design, powerful light output
	Application in chemical, pharmaceutical, biogas and food processing industries
	Protection class: Dust- and waterjet proof, IP 65 according to EN 60 529 / DIN VDE 0470, Part 1
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    zip Hinged bracket variant without push-button
  








        
  
  
    zip Hinged bracket variant with push-button
  








        
  
  
    zip Variant with bracket for SW I (wiper unit)
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    Lumistar Luminaire ESL 53LED, Stainless Steel  


  
    

    



        
  
    

  

    





    
  





    

        
    

        
    

        
    

        
    






  
      ESL 53-LED-KS: for general use with hinged bracket
ESL 53-LED-B: special sterile version for flange attachment for fitting over flanges, collars, etc.

  
  
  





        
  
  	For mounting on sight glass fittings
	Compact design, powerful light output
	Application in chemical, pharmaceutical, biogas and food processing industries
	Protection class: Dust- and waterjet proof, IP 65 according to EN 60 529 / DIN VDE 0470, Part 1
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    Lumistar Luminaire ESL 55LED, stainless steel  


  
    

    



        
  
    

  

    





    
  





    

        
    

        
    

        
    

        
    






        
  
  	Insensitive to vibration
	No heat radiation in the light port (cold light)
	No additional heat which would be undesirable for chemical and/or biological processes
	Extreme high-contrast lighting
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    Lumistar Luminaire USL 03LED, stainless steel  


  
    

    



        
  
    

  

    





    
  





    

        
    

        
    

        
    

        
    






  
      The space-saving sightglass luminaire in compact design.
  
  
  





        
  
  	Compact design, powerful light output
	It is ideal for use in combined sight and light ports (single-flange version) or with two separate ports (2-flange version)
	For illuminating the interior of tanks, hoppers, silos, agitators and other, usually closed, vessels and reactors as well as visual flow indicators in non-explosive environments. Recommended for use in the food processing industry.
	Protection class: dust- and waterjet-proof, IP 65 acc. to EN 60 529 / DIN VDE 0470, Part 1
	Max. admissible ambient temperature: 50°C (max. 70°C are possible in touch operation)
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    Lumistar Luminaire USL 05LED, aluminium  


  
    

    



        
  
    

  

    





    
  





    

        
    

        
    

        
    

        
    






  
      This sight glass luminaire is designed for universal applications and is ideal either in combined sight and light ports (single-flange version) or for separate ports (two-flange version).
  
  
  





        
  
  	For mounting on sight glass fittings
	Compact design, powerful light output
	Generous light exit and optimised screwed lens aperture
	Protection class: dust-tight and water jet-proof, IP 65 in compliance with EN 60 529 / DIN VDE 0470, part 1
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    pdf Data sheet
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    Lumistar Luminaires USL 06, aluminium  


  
    

    



        
  
    

  

    





    
  





    

        
    

        
    

        
    

        
    






  
      Available in LED technology
  
  
  





        
  
  	Fully Sealed Lumistar Sight Glass Luminaire with cover glass
	Suits Lumiglas Sight Glass Fitting, circular DIN 28120/28121 or similar from size DN 50 and Lumiglas Screwed Sight Glass Fitting MV from DN 65 to DN100
	Operating voltage: 12V, 24V, 120V, 230V
	Power, dependant on operating voltage, up to 100W
	Secured by hinged bracket or adapter flange
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    Lumistar Luminaire USL 07LED, aluminium  


  
    

    



        
  
    

  

    





    
  





    

        
    

        
    

        
    

        
    






  
      This sight glass luminaire is designed for universal applications and is ideal either in combined sight and light ports (single-flange version) or for separate ports (two-flange version).

Glare-free illumination; fits circular sight glass fittings to DIN 28120/DIN 28121 or similar, screw-type sight glass fittings in compliance with DIN 11851, as well as visual flow indicator fittings.
  
  
  





        
  
  	For mounting on sight glass fittings
	Compact design, powerful light output
	Generous light exit and optimised screwed lens aperture
	Protection class: dust-tight and water jet-proof, IP 65 in compliance with EN 60 529 / DIN VDE 0470, part 1
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    Lumistar Luminaire USL 13LED and USL 33LED, stainless steel  


  
    

    



        
  
    

  

    





    
  





    

        
    

        
    

        
    

        
    






  
      USL 13-LED: for universal application with hinged bracket
USL 33-LED: special variant for sterile environments with adapter collar for fitting over flanges etc.
  
  
  





        
  
  	For mounting on sight glass fittings
	Compact design, powerful light output
	Application in chemical, pharmaceutical, biogas and food processing industries
	Protection class: Dust- and waterjet proof, IP 65 according to EN 60 529 / DIN VDE 0470, Part 1
	Very easy to install using special mountings, ensuring convenience of use
	Max. admissible ambient temperature at the cable entry gland: 40°C
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    Lumistar Luminaire USL 15LED and USL 35LED, stainless steel  


  
    

    



        
  
    

  

    





    
  





    

        
    

        
    

        
    

        
    






  
      USL 15-LED: for universal application with hinged bracket
USL 35-LED: special variant for sterile environments with adapter collar for fitting over flanges etc.
  
  
  





        
  
  	For mounting on sight glass fittings
	Compact design, powerful light output
	Application in chemical, pharmaceutical, biogas and food processing industries
	Protection class: Dust- and waterjet proof, IP 65 according to EN 60 529 / DIN VDE 0470, Part 1
	Very easy to install using special mountings, ensuring convenience of use
	Max. admissible ambient temperature at the cable entry gland: 40°C
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    pdf EU-Declaration of conformity USL 15LED
  








        
  
  
    pdf EU-Declaration of conformity USL 35LED
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    Lumistar Luminaire USL 16LED and USL 36LED  


  
    

    



        
  
    

  

    





    
  





    

        
    

        
    

        
    

        
    






        
  
  	USL 16-LED: for universal application with hinged bracket
	USL 36-LED: special variant for sterile environments with adapter collar for fitting over flanges etc.
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